


PETROCHEMICAL
INDUSTRY EXPERTS

STEAM HOSE

FOR THE PETROCHEMICAL INDUSTRY

Rubberworx™ EPDM steam hose is built to meet the most rugged and demanding needs of
the Petrochemical industry. This kink resistant steam hose is designed to last in the most
critical applications. High grade EPDM build to last in heat and resist tube popcorning. Meets
ARPM standards for steam hose safety with a maximum operating pressure of 250 PSI| with
a 10:1 burst ratio.

Don't leave your steam hose selection to chance, Rubberworx ™ steam hose will keep you up
and running in the toughest of applications. Come to the industry experts for the steam hose
needs this winter season.

STEAM HOSE ASSEMBLIES READY TO GO

Rubberworx™ EPDM Steam Hose

® Tube: EPDM

® Reinforcement: braided steel
reinforcement

® Cover. Black EPDM
® Temperature: -40°F to 450°F

® Branding: Rubberworx™ 34" EPDM
STEAM 250 PSI

® Packaging Specifications: 50’
Sections

® Options: Crimped Or Clamp
e NPT Pipe
e Ground Joint

REQUEST A QUOTE

Summers Rubber Company | 12555 Berea Road Cleveland, OH 44111 | TEL: (800) 686-5801 | www.summersrubber.com




